### Equipment Specifications

- **VIN:** 123WM182381T17546
- **Engine Make:** 23 HP
- **Brakes:** ELECTRIC
- **Tire Size:** LT235/85-R16-E
- **Hitch:** ADJ 3 PINTLE EYE
- **Max Reel Dia.:** NA
- **Max Reel Width:** NA
- **Max Reel Weight:** 4,000LBS
- **Max Pulling Capacity:** 7,000LBS
- **Max Rope/Cable:**

<table>
<thead>
<tr>
<th>Color</th>
<th>Drum Updated</th>
<th>Red Drum Updated</th>
<th>Blue Drum Updated</th>
<th>Green Drum Updated</th>
<th>Yellow Drum Updated</th>
<th>Orange Drum Updated</th>
<th>Black Drum Updated</th>
</tr>
</thead>
<tbody>
<tr>
<td>Red</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Blue</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Green</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Yellow</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Orange</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Black</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

### Dimensions / Miles / Hours / Weights

- **Height:** 84
- **Length:** 216
- **Width:** 90
- **GVWR:** 12,000
- **Unladen Weight:** 8,000LBS
- **Engine Hours:** 649
- **Tread:** 15/32
- **Hours Updated:** 06/27/2019
- **Tread Updated:** 10/08

### Insurance Value

$43,500.00

### Additional Specs:

- **Puller S&R Duct DAWG DDHA-75-DC-T 08 G0113244 Air Compressor Hours:** 7 10/08
- **EQUIP DESC:** Liquid cooled engine with electric start, 185 CFM air compressor with self contained cummins engine. Totally hydraulic driven puller with 15 GPM pump & motor with a 25-gallon filtered reservoir. Reelcraft retractable hose reel with 50ft of 3/4 heavy duty hose with thor coupler. Model ATCC-2/6 Air Adapter Kit for 2 thru 6 Schedule 40 & Schedule 80 PVC Blower Kit. 27-gallon fuel tank that serves both engines. Twin Capstan 6 Dia X 5 & 6 Groove Bullwheels, dual automatic fairlead sheaves Levelwind, E-Stop switch at controls, Fire Ext, Footage Counter, Special underground connectors designed to resist rotation under load (one 3000 LB & one 8000 LB), 15 Ft Pendant Type Remote Cutoff TRLR.
- **Desc:** High strength steel tubing, welded construction, safety chains, tool box, hydraulic front and rear hydraulic stabilizing jacks, 12-volt dot lighting, 5/8 Dia. Copper ground loops, all steel tool box.